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AMENDMENTS TO THE SPECIFICATION : 

Page 1, replace the paragraph, beginning on line 15, 
with the following amended paragraph: 

--The most common way of placarding is to put up thin 
sheets of printed paper on a surface intended for placarding. 
Standard methods of putting up large placards generally involve 
pasting a plurality of smaller sheets of paper, which are made 
to carry a part of an advertising message each, onto the 
placarding surface, so as to put together an entire advertising 
image. This is a time-consuming method that requires great skill 
of those pasting up the placards. Applying large advertising 
placards in this way also often results in inconvenient working 
positions, which may cause industrial imagco injuries . It 
further means that the persons carrying out the placarding have 
to do this from a ladder or the like. This relatively time- 
consuming work also means that those pasting up the placards 
alongside a traffic route or a railway track are exposed to a 
further element of risk during this time. — 

Page 1, replace the paragraph, beginning on line 36, 
bridging pages 1 and 2, with the following amended paragraph: 

--EP-B1-0 976 121 discloses a method and system for 
placarding in which two or more sheets of corrugated cardboard 
arc each carrying each carry a printed section with advertising 
matter which in combination makes an advertising image. The 
sheets are folded and transported to a placarding site where they 
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are placed in a holder and combined by specially designed 
fastening means to make up the complete advertising image. — 

Page 2, replace the paragraph, beginning on line 4, 
with the following amended paragraph: 

--Printing of the placarding sheets is made by block- 
printing or screen printing. It is not possible with such 
printing technique to quickly change the printing pattern in 
order to print different patterns in a rapid succession in an 
inline process. -- 

Page 2, replace the paragraph, beginning on line 10, 
with the following amended paragraph: 

--One main object of the present invention is to 
provide a method and a system for placarding providing a 
rationalised procedure all the way from printing the advertising 
message onto a placard, handling of the placard sheet to the 
placarding site and putting up the placard. The method and system 
should be adapted to make it possible to quickly change the 
printing pattern in order to print different patterns in a rapid 
succession in an inline process. 

Page 3, replace the paragraph, beginning on line 30, 
with the following amended paragraph: 

--The invention will below be described below in more 
[ [in] ] detail with reference to an embodiment shown in the 
accompanying drawings . — 
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Page 4, replace the paragraph, beginning on line 36, 
bridging pages 4 and 5, with the following amended paragraph: 

--One example of a corrugated cardboard laminate useful 
in the present invention comprises an inner core of corrugated 
cardboard having a fluting 4 sandwiched between two layers of 
recycled Euroliner from SCA, each having a basis weight of 180 
g/m 2 . The outer layers 6 are of white calandered Kraft liner from 
Fiskeby, each having a basis weight of 40 g/m 2 . The moisture 
barrier is of white PE, basis weight 2 0 g/m 2 . The PE material has 
been applied between the layers 5 and 6 by heat extrusion, and 
also acts as boding a bonding agent to laminate said layers 
together . — 

Page 5, replace the paragraph, beginning on line 5, 
with the following amended paragraph: 

--In a subsequent process step inline with the printing 
step at least one score or groove 3 is made in the sheet of 
corrugated cardboard in the feeding direction thereof. In the 
embodiment shown in the drawings two scores or grooves 3 are made 
in the sheet. Any suitable means may be used for providing the 
desired scores or grooves. Thus knives, needles or any other 
sharp objects may be used. In the drawings there are shown a pair 
of grooving rolls [[7]] 17. The scores or grooves are preferably 
made in the longitudinal direction of the fluting 4 of the 
corrugated cardboard. — 
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Page 5, replace the paragraph, beginning on line 27, 
with the following amended paragraph: 

--The method and system according to the invention 
provides a rationalised procedure all the way from printing the 
advertising message onto a placard and putting up the placard at 
the placarding site. The digital print -on-demand printing 
technique used further makes it possible to quickly change the 
printing pattern in order to print different patterns in [ [a] ] 
rapid succession in an inline process. 
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